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Solid Runway
Solid Runway junctions to auxiliary framing and assures
appropriate cable support. Runway is available for various
applications and is used in conjunction with hardware kits to
accommodate a variety of configurations. Accessories provide
additional cable capacity and allow smooth cable transitions.

Features:
■  Channel cross slats are welded between stringers
■  Cross slats feature rolled edges for cable protection
■  Constructed of heavy-duty 3/8” steel bar
■  Rust-resistant dove gray finish
■  Meets NEBS standards
■  UL listed

Unequal Flange Rack
Homaco Unequal Flange Racks provide the equipment support structure necessary
for a reliable network. The welded 11-gauge steel rack is designed to withstand the
demands of central office applications, including voice, data, and video.

Mounting holes are drilled and tapped on both the front and rear flanges of the frame
to accept a variety of equipment and accessories. Front guard box included.

Features:
■  Meets all NEBS requirements
■  Easy to anchor and to install equipment
■  1/2" junctioning holes secure multiple-rack line-ups
■  12-24 assembly mounting screws and cable tie holders included

Hole Ship
Catalog No. Dimensions Duct Pattern RMS* Weight

Channel Top Style
19-84-UPC 84.00"H x 19.00"W x 10.09"D Open 1.75" 43 78 lbs
23-84-UCA 84.00"H x 23.00"W x 10.09"D Closed 1.00" 74 80 lbs
23-84-UCC 84.00"H x 23.00"W x 10.09"D Closed 1.75" 43 80 lbs
23-84-UPC 84.00"H x 23.00"W x 10.09"D Open 1.75" 43 80 lbs

Top Angle Style
19-84-UPCA 84.00"H x 19.00"W x 10.09"D Open 1.75" 43 78 lbs
23-84-UCAA 84.00"H x 23.00"W x 10.09"D Closed 1.00" 74 80 lbs
23-84-UCCA 84.00"H x 23.00"W x 10.09"D Closed 1.75" 43 80 lbs
23-84-UPCA 84.00"H x 23.00"W x 10.09"D Open 1.75" 43 80 lbs

Dove gray finish. *Rack mount spaces.

23"W footprint 19"W footprint

Load Ship
Catalog No.  Dimensions Rating Weight

2-E1-1-5WS 1.50”H x 5.00”W x 9’ 8.50”L 115 lbs 42 lbs
2-E1-1-10WS 1.50”H x 10.00”W x 9’ 8.50”L 115 lbs 47 lbs
2-E1-1-12WS 1.50”H x 12.00”W x 9’ 8.50”L 115 lbs 49 lbs

2-E1-1-18WS 2.00”H x 18.00”W x 9’ 8.50”L 115 lbs 67 lbs
2-E1-1-20WS 2.00”H x 20.00”W x 9’ 8.50”L 115 lbs 69 lbs
2-E1-1-25W* 2.00”H x 25.00”W x 9’ 8.50”L 115 lbs 74 lbs
2-E1-1-30W* 2.00”H x 30.00”W x 9’ 8.50”L 115 lbs 79 lbs

Dove gray finish. *Reinforced. Load rating 115 lbs. per foot.
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Auxiliary Framing Channels
Features:
■  Channel for auxiliary support
■  Dove gray finish
■  Constructed of steel

Catalog No. Description Kit Contents  Ship Weight

2-E2 9/16" x 2" x 3/16" channel (1) 10-foot channel 18 lbs

Pre-Drilled Auxiliary Framing Channels
Features:
■  Pre-drilled channel for auxiliary support
■  Used with 2-E5-8E splices
■  Dove gray finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E5 9/16" x 2" x 3/16" channel (1) 10-foot channel 18 lbs

Pipe Stands
Features:
■  Supportive auxiliary framing stand
■  Dove gray finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-11A-8 8' pipe stand (1) 2" Diameter Pipe 20 lbs
(1) Pipe Cap; (1) Floor Flange
(2) Framing Clip
(1) 5/8-11" x  3-1/4" HHCS
(4) 1/4-20" x 5/8" FHMS

2-E2-11A-810 8' 10" pipe stand (1) Pipe; (1) Pipe Cap 23 lbs
(1) Floor Flange; (2) Framing Clip
(1) 5/8-11" x 3-1/4" HHCS
(4) 1/4-20" x 5/8" FHMS

Framing Clip Kit
Features:
■  Use to mount auxiliary support
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-72 Hanger rod attached (2) 5/8-11" Hex Nut 1 lb
to auxiliary framing* (2) 5/8" Framing Clip

*Threaded rod available separately.

The grade five hardware assemblies work in conjunction with Unequal
Flange Racks and Solid Runway to allow complete installation flexibility.
A variety of kits are available and work with the special requirements
unique to your system.

We advise end-users  to begin by determining the standard load at an
installation. We strongly advise users to over support a configuration
rather than modify later.



7888-446-6226     homaco.com

Central Office  |  Building Entrance  |  Telecommunications Room

A
ux

ili
ar

y 
Fr

am
in

g 
&

 A
cc

es
so

rie
s

Cross-Over Framing Kit
Features:
■  Secure auxiliary support run perpendicular to below auxiliary support run
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E3-7 Double channels attached (2) 5/8" Framing Clip 1 lb
to double channels (1) 5/8" Framing-Framing Clip

(1) 5/8-11" Hex Nut
(1) 5/8-11" x 5" HHCS

Suspension Cross-Over Framing Kit
Features:
■  Suspend auxiliary support run perpendicular to below auxiliary support run
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-8A Perpendicular auxiliary (2) 5/8" Framing Clip 1 lb
framing runs supported (1) 5/8" Framing-Framing Clip
by threaded rod* (2) 5/8-11" Nut

(1) 5/8-11" Lockwasher

*Threaded rod available separately.

Splicing Auxiliary Framing Kit
Features:
■  Splice ends of parallel auxiliary supports together
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-9A Splice 2" x 9/16" (2) 5/8" Framing Clamp 3 lbs
auxiliary framing (2) 5/8-11" Hex Nut
(2 hole splice) (2) 5/8-11" x 3" HHCS

Single-Level Auxiliary Framing Junction Kit
Features:
■  Single-level auxiliary framing junction of primary and secondary bars or channels
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-9G Splice 2" x 9/16" (6) 5/8" Framing Clip 5 lbs
auxiliary framing (2) 1-1/2" x 3/8" x 6-1/2" Splice Bar
(3 hole splice) (3) 5/8-11" Hex Nut

(3) 5/8-11" x 4" HHCS

Single-Level Auxiliary Framing Intersection Kit
Features:
■  Single-level auxiliary framing intersection of primary and secondary bars or channels
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-9F Splice 2" x 9/16" (10) 5/8" Framing Clip 8 lbs
auxiliary framing (2) 1-1/2" x 3/8" x 11" Splice Bar
(5 hole splice) (5) 5/8-11" Hex Nut

(5) 5/8-11" x 4" HHCS
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Seismic Parallel Auxiliary Framing Splice Kit
Features:
■  Auxiliary framing splice of parallel supports
■  Used with 2-E5 channel
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E5-8E Splice 2" x 9/16" (2) Splice Plate, 4 lbs
framing channel 8-1/4" x 3/8-16" tap

(8) 3/8-16" x 5/8" HHCS

Straight Clamp Kit
Features:
■  Use to securely join solid or tubular runway pieces
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-2-A Use with 1-1/2" stringers (4) Straight Clamp 1 lb
(2) 3/8-16" Hex Nut
(2) 3/8-16" x 2-3/8" Bolt

2-E1-2-B Use with 2" stringers (4) Straight Clamp 1 lb
(2) 3/8-16" Hex Nut
(2) 3/8-16" x 2-3/4" Bolt

Straight Clamp Kit - 2" to 1-1/2"
Features:
■  Use to securely join solid or tubular runway pieces of different heights
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-3 Junction 2" stringers (4) Straight Clamp 1 lb
to 1-1/2" stringers (2) Filler, 2" to 1-1/2"

(2) 3/8-16" Hex Nut
(2) 3/8-16" x 2-3/4" Bolt

Cable Foot Kit
Features:
■  Secure end of runway run to the floor or wall
■  Dove gray finish and yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-13-A Use with 1-1/2" stringers (2) Cable Foot 3 lbs
(4) Straight Clamp
(2) 3/8-16" Hex Nut
(2) 3/8-16" x 2-3/8" Bolt

2-E1-13-B Use with 2" stringers (2) Cable Foot 3 lbs
(4) Straight Clamp
(2) 3/8-16" Hex Nut
(2) 3/8-16" x 2-3/4" Bolt
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90° Edge Clamp Kit
Features:
■  Use to transition solid or tubular runway at 90° angle
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-11-A Use for 90° runway (2) 90° Outside Edge Clamp 1 lb
transition, 1-1/2" stringers (2) Inside Edge Clamp

(2) 3/8-16" x 2-3/8" Bolt
(2) 3/8-16" Hex Nut

2-E1-11-B Use for 90° runway (2) 90° Outside Edge Clamp 1 lb
transition, 2" stringers (2) Inside Edge Clamp

(2) 3/8-16" x 3" Bolt
(2) 3/8-16" Hex Nut

45° Edge Clamp Kit
Features:
■  Use to transition solid or tubular runway at 45° angle
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-9-A Use for 45° runway (2) 45° Outside Edge Clamp 1 lb
transition, 1-1/2" stringers (2) Inside Edge Clamp

(2) 3/8-16" x 2-3/8" Bolt
(2) 3/8-16" Hex Nut

2-E1-9-B Use for 45° runway (2) 45° Outside Edge Clamp 1 lb
transition, 2" stringers (2) Inside Edge Clamp

(2) 3/8-16" x 3" Bolt
(2) 3/8-16" Hex Nut

Corner Clamp Intersection Kit
Features:
■  Create a 90° “T” junction between solid or tubular runway
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-4-A Use with 1-1/2" stringers (4) Corner Clamp 1 lb
(2) 3/8-16" Hex Nut
(2) 3/8-16" x 1-3/8" Bolt

2-E1-4-B Use with 2" stringers (4) Corner Clamp 1 lb
(2) 3/8-16" Hex Nut
(2) 3/8-16" x 2" Bolt

Seismic Junction Splice Kit
Features:
■  Junction horizontal-to-vertical runway transition
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E5-12G Heavy-duty attachment of (2) 2" x 2" x 3/16" Corner Angle* 3 lbs
vertical runway to side of (4) 3/8-16" Hex Nut
horizontal runway (4) 3/8" Lockwasher

(4) 3/8-16" x 1-1/4" HHCS

*Pre-drilling of runway is required.
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Corner Support Kit
Features:
■  Additional support for runway 90° intersection
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-34-A Corner brace at turn, (1) Corner Brace 5 lbs
for 1-1/2" stringers (8) Corner Clamp

(4) 3/8-16" Hex Nut
(4) 3/8-16" x 1-3/8" Bolt

2-E1-34-B Corner brace at turn, (1) Corner Brace 6 lbs
for 2" stringers (8) Corner Clamp

(4) 3/8-16" Hex Nut
(4) 3/8-16" x 2" Bolt

Corner Clamp Kit
Features:
■  90° corner junction of runway of same or different widths
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-26-A Use with 1-1/2" stringers (6) Corner Clamp 1 lb
(3) 3/8-16" Hex Nut
(3) 3/8-16" x 1-3/8" Bolt

2-E1-26-B Use with 2" stringers (6) Corner Clamp 1 lb
(3) 3/8-16" Hex Nut
(3) 3/8-16" x 2" Bolt

Different Width Runway Junction Kit
Features:
■  Attach runway stringers of different runway widths
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-32-A Runway of two widths, (4) Corner Clamp 1 lb
for 1-1/2" stringers (3) 3/8-16" Hex Nut

(2) 3/8-16" x 1-3/8" Bolt
(2) Straight Clamp
(1) 3/8-16" x 2-3/8" Bolt

2-E1-32-B Runway of two widths, (4) Corner Clamp 1 lb
for 2" stringers (3) 3/8-16" Hex Nut

(2) 3/8-16" x 2" Bolt
(2) Straight Clamp
(1) 3/8-16" x 2-3/4" Bolt

2-E1-33-A Runway of three widths, (6) Corner Clamp 2 lbs
for 1-1/2" stringers (4) 3/8-16" Hex Nut

(3) 3/8-16" x 1-3/8" Bolt
(2) Straight Clamp
(1) 3/8-16" x 2-3/8" Bolt

2-E1-33-B Runway of three widths, (6) Corner Clamp 2 lbs
for 2" stringers (4) 3/8-16" Hex Nut

(3) 3/8-16" x 2" Bolt
(2) Straight Clamp
(1) 3/8-16" x 2-3/4" Bolt

*End Closing Tube available separately.

2-E1-32

2-E1-33
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Hanger Bracket Kit
Features:
■  Suspend runway from single threaded rod*
■  Dove gray finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-76 For 5-inch runway (1) Hanger Bracket 3 lbs
(1) 1/2" x 3/8" Bar
(2) 5/8-11" Hex Nut

*Threaded rod available separately.

J-Bolt Junction Kit
Features:
■  Support junction from auxiliary framing to runway
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-65-A Use with 1-1/2" stringers (2) 1/2" x 4-3/8" J-Bolt 1 lb
(2) 1/2" Framing Clip
(2) 1/2-13" Hex Nut

2-E1-65-B Use with 2" stringers (2) 1/2" x 4-7/8" J-Bolt 1 lb
(2) 1/2" Framing Clip
(2) 1/2-13" Hex Nut

J-Clip Kit
Features:
■  Support junction from auxiliary framing to runway
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-5-AP Use with 1-1/2" stringers (2) 1/2" x 4-3/8" J-Clip 1 lb
(2) 1/2" Framing Clip
(2) 1/2-13" Hex Nut
(2) 1/2" Lockwasher

2-E2-5-BP Use with 2" stringers (2) 1/2" x 4-7/8" J-Clip 1 lb
(2) 1/2" Framing Clip
(2) 1/2-13" Hex Nut
(2) 1/2" Lockwasher

Spanner Clip Kit
Features:
■  Support junction from auxiliary framing at runway cross bar
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-5-AS Use with 1-1/2" stringers (2) 1/2" x 4-3/8" Spanner Clip 1 lb
(2) 1/2" Framing Clip
(2) 1/2-13" Hex Nut
(2) 1/2" Lockwasher

2-E2-5-BS Use with 2" stringers (2) 1/2" x 4-7/8" Spanner Clip 1 lb
(2) 1/2" Framing Clip
(2) 1/2-13" Hex Nut
(2) 1/2" Lockwasher



12 Central Office

A
ux

ili
ar

y 
Fr

am
in

g 
&

 A
cc

es
so

rie
s

Runway-to-Framing Support Kit, Anti-Slip
Features:
■  Framing support for runway that sustains racks
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E5-10A-A Use with 1-1/2" stringers (2) Anti-Slip Bracket 2 lbs
(4) 1/2" Framing Clip
(2) 1/2" x 4-3/8" J-Bolt
(2) 1/2-13" x 2-3/4" HHCS
(4) 1/2-13" Hex Nut
(4) 1/2" Lockwasher

2-E5-10A-B Use with 2" stringers (2) Anti-Slip Bracket 2 lbs
(4) 1/2" Framing Clip
(2) 1/2" x 4-7/8" J-Bolt
(2) 1/2-13" x 2-3/4" HHCS
(4) 1/2-13" Hex Nut
(4) 1/2" Lockwasher

Open Clip Support Kit
Features:
■  Supports runway from threaded rods*; slotted opening facilitates installation
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-77-A Use with 1-1/2" stringers (2) 1-1/2" Open Clip 1 lb
(4) 5/8-11" Hex Nut
(4) 5/8-11" Lockwashers

2-E1-77-B Use with 2" stringers (2) 2" Open Clip 1 lb
(4) 5/8-11" Hex Nut
(4) 5/8-11" Lockwashers

*Threaded rods available separately.

Open Clip Support Kit - To Auxiliary Framing
Features:
■  Support runway from framing with slotted clips and threaded rod*
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-66-A One level runway, (2) 1-1/2" Open Clip 2 lbs
for 1-1/2" stringers (4) 5/8" Framing Clip

(8) 5/8-11" Hex Nut

2-E1-66-B One level runway, (2) 2" Open Clip 2 lbs
for 2" stringers (4) 5/8" Framing Clip

(8) 5/8-11" Hex Nut

2-E1-83-A Two levels of runway, (4) 1-1/2" Open Clip 2 lbs
for 1-1/2" stringers (2) 5/8" Framing Clip

(8) 5/8-11" Hex Nut

2-E1-83-B Two levels of runway, (4) 2" Open Clip 2 lbs
for 2" stringers (2) 5/8" Framing Clip

(8) 5/8-11" Hex Nut

*Threaded rod available separately.

2-E1-66

2-E1-83
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Framing-to-Framing Brace Kit
Features:
■  Bracing framing to framing with brackets and threaded rods*
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-88-A Framing to framing, (4) Bracket 4 lbs
lateral support (4) 5/8" Framing Clip

(2) 1/2-13" x 1-1/4" HHCS
(1) 5/8-11" x 3-1/4" HHCS
(2) 1/2-13" Hex Nut
(5) 5/8-11" Hex Nut
(1) 5/8" Lockwasher

*Threaded rods available separately.

Runway-to-Framing Brace Kit - Sidewise
Features:
■  Bracing runway to framing with threaded rods*
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E5-9C Sidewise bracing (1) Angled Brace 5 lbs
for runway (1) Angled Brace, long

(4) 5/8" Framing Clip
(4) 1/2-13" x 1-1/4" HHCS
(2) 5/8-11" x 3-1/4" HHCS
(4) 1/2-13" Hex Nut
(4) 5/8-11" Hex Nut
(4) 5/8" Lockwasher
(4) 1/2" Lockwasher

*Threaded rods available separately. Connecting angle sold separately (2-E5-DA).

Runway-to-Framing Brace Kit - Endwise
Features:
■  Bracing runway to framing with threaded rods*
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E5-9F-A Endwise runway bracing, (1) Angled Brace 4 lbs
for 1-1/2" stringers (1) Angled Brace, long

(2) 5/8" Framing Clip
(3) 1-1/2" Closed Clip
(4) 1/2-13" x 1-1/4" HHCS
(2) 5/8-11" x 3-1/4" HHCS
(4) 1/2-13" Hex Nut
(8) 5/8-11" Hex Nut
(8) 5/8" Lockwasher
(4) 1/2" Lockwasher

2-E5-9F-B Endwise runway bracing, (1) Angled Brace 4 lbs
for 2" stringers (1) Angled Brace, long

(2) 5/8" Framing Clip
(3) 2"  Closed Clip
(4) 1/2-13" x 1-1/4" HHCS
(2) 5/8-11" x 3-1/4" HHCS
(4) 1/2-13" Hex Nut
(8) 5/8-11" Hex Nut
(8) 5/8" Lockwasher
(4) 1/2" Lockwasher

*Threaded rods available separately. Connecting angle sold separately (2-E5-DA).
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Auxiliary Framing Brace Kit
Features:
■  Bracing auxiliary framing to wall or ceiling with single threaded rod*
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-24 Stabilize auxiliary framing (2) 5/8" Framing Clip 3 lbs
(4) Bracket
(2) 1/2-13" x 7/8" HHCS
(1) 5/8-11" x 3-1/4" HHCS
(2) 1/2-13" Hex Nut
(5) 5/8-11" Hex Nut
(1) 5/8" Lockwasher

*Threaded rod available separately.

Framing-to-Framing Brace Kit - Low to High at Angle
Features:
■  Bracing lower-level framing at right angles*
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E3-16 Secure framing to framing (6) 5/8" Framing Clip 4 lbs
at angle (4) Bracket

(2) 1/2-13" x 1-1/4" HHCS
(1) 5/8-11" x 3-1/4" HHCS
(2) 1/2-13" Hex Nut
(11) 5/8-11" Hex Nut
(2) 1/2-13" Lockwasher
(11) 5/8" Lockwasher

*Threaded rods available separately.

Framing-to-Framing Brace Kit - Perpendicular
Features:
■  Bracing framing with threaded rods*
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E3-16A Secure framing to framing (4) 5/8" Framing Clip 4 lbs
(4) Bracket
(3) 1/2-13" x 1-1/4" HHCS
(1) 5/8-11" x 3-1/4" HHCS
(3) 1/2-13" Hex Nut
(5) 5/8-11" Hex Nut
(1) 5/8" Lockwasher

*Threaded rods available separately.

V-Bolt Frame Support Kit - Fastening
Features:
■  Suspend auxiliary support to rack top angle
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-6 Fasten framing to top angles (1) 1/2" x 5" V-Bolt 1 lb
(2) 1/2" Framing Clip
(2) 1/2-13" Hex Nut
(2) 1/2-13" Lockwasher
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V-Bolt Frame Support Kit - Fastening with Spacer
Features:
■  Fastening auxiliary support to top angle
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-7A Fasten framing to top (1) 1/2" x 8" V-Bolt 3 lbs
angle with spacer (4) 1/2" Framing Clip

(1) 2" Channel Spacer
(2) 1/2-13" Hex Nut
(2) 1/2-13" Lockwasher

V-Bolt Frame Support Kit - Securing
Features:
■  Use to attach top angle to above auxiliary support
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E3-33 Secure top angle to (1) 1/2" x 5" V-Bolt 2 lbs
framing (4) 1/2" Framing Clip

(2) 1/2-13" Hex Nut
(2) 1/2-13" Lockwasher

V-Bolt Frame Support Kit - Elevated Framing
Features:
■  Suspend auxiliary framing above top angle
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-7B Top angle connection (1) 5/8-11" x 13" V-Bolt 3 lbs
to suspended framing (4) 5/8" Framing Clip

(1) 1-1/2" x 5/16" Bar
(6) 5/8-11" Hex Nut

Wall Support Angle Framing Clip Kit
Features:
■  Fasten framing channels to the wall support at end of line-up
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E2-8C Secure auxiliary framing (2) 1/2" Framing Clip 1 lb
to wall support angle* (1) 1/2-13" x 1-1/4" HHCS

(1) 1/2-13" Hex Nut
(1) 1/2-13" Lockwasher

*Angle available separately.

Wall Support Angle
Features:
■  Used to support or brace central office components to the wall
■  Dove gray finish
■  Constructed of 2 x 2 x 3/16 steel

Catalog No. Description Kit Contents Ship Weight

2-E5-DA-5 5' length (1) Steel Angle 12 lbs
2-E5-DA-10 10' length (1) Steel Angle 24 lbs
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Length

Power Cable Bracket
Features:
■  Separate channel for power cables; prevents contact to primary cables
■  Dove gray finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-57F-A Use with 1-1/2" stringers (1) 1-1/2" Power Cable Bracket 1 lb
(1) 3/8-16" x 1" HHCS

2-E1-57F-B Use with 2" stringers (1) 2" Power Cable Bracket 1 lb
(1) 3/8-16" x 1" HHCS

Protective Sleeve
Features:
■  Shields threaded rods to protect cables from damage*
■  Cut to desired length
■  Constructed of PVC

Catalog No. Description Kit Contents Ship Weight

2-E2-TRPC 10’ length (1) Protective Sleeve 1 lb

*Threaded rods available separately.

Threaded Rods (5/8-11)
Features:
■  Support runway suspended from the ceiling or from other support structures
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Length of Rod Kit Contents Ship Weight

P987650H 5' (1) Threaded Rod 6 lbs
(2) 5/8-11" Hex Nut
(2) 5/8" Washers

P987649H 6' (1) Threaded Rod 8 lbs
(2) 5/8-11" Hex Nut
(2) 5/8" Washers

P987647H 8' (1) Threaded Rod 10 lbs
(2) 5/8-11" Hex Nut
(2) 5/8" Washers

P987645H 10' (1) Threaded Rod 13 lbs
(2) 5/8-11" Hex Nut
(2) 5/8" Washers

Threaded Rod Coupler
Features:
■  Extend threaded rod length with spliced coupling
■  Yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-75 Join two 5/8" threaded (1) 5/8" Coupler 1 lb
rods together (2) 5/8" x 11" Hex Nut

*Threaded rod available separately.

4.5”

5.0”
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End Closing Bars
Features:
■  Use to junction runway stringers of different widths or to close end of runway*
■  Solid bar with dove gray finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

2-E1-CD-5 For 1-1/2" stringers (1) 5" End Closing Bar 2 lbs
2-E1-CD-10 For 1-1/2" stringers (1) 10" End Closing Bar 3 lbs
2-E1-CD-12 For 1-1/2" stringers (1) 12" End Closing Bar 3 lbs

2-E1-CD-18-2 For 2" stringers (1) 18" End Closing Bar 4 lbs
2-E1-CD-20-2 For 2" stringers (1) 20" End Closing Bar 4 lbs
2-E1-CD-25-2 For 2" stringers (1) 25" End Closing Bar 5 lbs
2-E1-CD-30-2 For 2" stringers (1) 30" End Closing Bar 9 lbs

*Corner Clamps available separately.

Rubber End Caps
Features:
■  Protective rubber covers exposed ends of runway stringers, tubes, and bars
■  Constructed of black rubber
■  Sold in pairs

Catalog No. Description Kit Contents Ship Weight

2-E1-25C-A For 1-1/2" stringers (2) Rubber End Caps 1 lb
2-E1-25C-B For 2" stringers (2) Rubber End Caps 1 lb

Panel Adapters
Features:
■  Mounts 19" equipment and accessories to a 23" equipment rack
■  Each set consists of two adapters*
■  12-24 hardware included
■  Constructed of steel

Catalog No. Mounting spaces (1.75") A Ship Weight

PA-93-1D 1 1.75" 1 lb
PA-93-2D 2 3.50" 1 lb
PA-93-3D 3 5.25" 1 lb
PA-93-4D 4 7.00" 1 lb
PA-93-5D 5 8.75" 2 lbs

*Dove gray finish. Mounting hardware included.

Unequal Flange Junction Kit
Features:
■  Joins two Unequal Flange Racks
■  Dove gray and yellow zinc dichromate finish
■  Constructed of steel

Catalog No. Description Kit Contents Ship Weight

JKIT Unequal flange rack (3) Junction Plate 1 lb
junction at base (1) Tube Spacer

(1) Spacer Plate
(1) 3/8-16" x 5" HHCS
(1) 3/8-16" x 7/8" HHCS
(4) 3/8" Lockwasher
(2) 3/8-16" Hex Nut
(12) 12-24 Mounting Screws
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Blank Filler Plates
Features:
■  Attaches horizontally to uprights to fill unused rack mount space
■  Provides a clean installation*
■  Constructed of 16-gauge steel

Catalog No. Mounting spaces
19" 23" (1.75") A Ship Weight

BF-19-1D BF-23-1D 1 1.75" 1 lb
BF-19-2D BF-23-2D 2 3.50" 2 lbs
BF-19-3D BF-23-3D 3 5.25" 2 lbs
BF-19-4D BF-23-4D 4 7.00" 3 lbs
BF-19-5D BF-23-5D 5 8.75" 3 lbs

*Dove gray finish. Mounting hardware included.

Wall Mount Buss Bars
Homaco Wall Mount Buss Bars mount to the wall to provide a central ground point
for telecommunications equipment. The insulated ground bars protect cables entering
the building from destructive electric activity. Note: Effective grounding is a measure
of continuity; be sure to use an appropriate grounding system as required by the
installation.

Features:
■  The preassembled buss bar kit includes:

- 1 qty, 1/4" thick wall buss bar
- 2 qty, insulators
- 2 qty, standoff brackets and hardware

■  7/16" diameter lug holes
■  Accommodates 3/4", 1", and 1-3/4" center-to-center spaced two hole lugs
■  Buss bar constructed of electrolytic tough pitch 110 alloy copper bar
■  Insulators constructed of glass reinforced thermoset polyester
■  Provides 2-3/4" standoff from back board
■  3/8" wall mounting hardware not included
■  Listed to UL 467

Catalog No. Dimensions Number of Holes* Ship Weight

WMBB-12 4.00"H x 12.00"W x 2.75"D 15 5 lbs
WMBB-20 4.00"H x 20.00"W x 2.75"D 27 8 lbs

*Mounting holes not included in total.

Ground Strap
Homaco Ground Straps provide grounding between spliced runway. Simply pre-drill
runway to accept the strap, and connect to runway sections using compression lugs.
Note:  Effective grounding is a measure of continuity; be sure to use an appropriate
grounding system as required by the installation.

Features:
■  All compression lugs and 1/4-20" hardware included:

-1 qty, 8" ground strap
-2 qty, compression lugs
-2 qty, toothed lock washers
-2 qty, hex nuts

■  Constructed of flexible tinned copper flat braid

Catalog No. Dimensions* Ship Weight

GS-8 8.75"L x 0.63"H 1 lb

*Lug hole-to-lug hole length is 8.00". Runway clearance hole for 1/4-20" is needed to mount
Ground Strap.

WMBB-12
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Ground Bar (GB-19)

Equipment Ground Assembly (GA-93)

Ground Bar
consists of:
1 Copper Ground

Bar Junction Plate
1 Copper Ground

Bar
2 1/4 Washers
2 12-24 Screws

Ground Assembly
consists of:
8 Clips
1 Bracket
2 Wire lugs
2 Nuts
10 Screws
1 Wire

Ground Bar
Features:
■  Ground Bars offer a solid conducting connection between

racks to protect personnel and equipment from harm

■  Junction bar straps to racks and splices two ground
bars together

■  Eight grounding locations
■  Mounts to bottom of rack

■  Mounting hardware and junction bar included

■  Made of 3/16" x 3/4 copper
Catalog No. Length Ship Weight

GB-19 20.19" 1 lb
GB-23 24.19" 1 lb

Copper finish.

Equipment Ground Assembly
Features:
■  Provides common ground point for all equipment

■  Attaches to equipment rack uprights

■  Made of 6-gauge uninsulated tin wire

Catalog No. Length Ship Weight

GA-93 10’ 1 lb

Touch-Up Paint
Homaco Touch-Up paint is available to repair minor scratches to the finish of painted
Homaco products. The aerosol can easily sprays paint to product surface and dries within
minutes. Can of paint ships as a separate, single unit; UPS ground shipments only.

Features:
■  Available in colors to repair scratches of Homaco painted products
■  Can provides 12 ounces of dry enamel spray
■  Paint dries quickly

Ship
Catalog No. Description Color Matches Weight

TUP-BLK Black ALL black products 1 lb
TUP-DGRY Dove Gray Unequal Flange Racks, Solid Runway, Central Office 1 lb

Kits, TRC Channel Runway & finished accessories
(part no. ending in “D”)

TUP-GRYSTN Greystone 110D Modules & Frames 1 lb
TUP-HGRY Homaco Gray 50LS Runway Supports, TR Runway & finished 1 lb

accessories (standard/default color)*
TUP-SMKGRY Smoke Gray Swing-EZs, Equipment Racks & finished accessories 1 lb

(standard/default color for Swing-EZs, Equipment Racks,
Equipment Shelves, Panel Adapters, Blank Fillers,
Guard Rails, Dust Covers)

*Call Inside Sales for correct color match.
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AW Wire-Wrap Blocks
Homaco® versatile AW series Wire-Wrap Terminal Blocks feature a variety of
pin field pairs with 7.5" mounting centers to fit any application. Terminal pin
fields are constructed of PVC 94V-0 rated plastic, while fanning strips feature
specially shaped, keyed extrusions coated with nylon; sturdy construction
allows incredible ease of use.

Features:
■  Terminal pins are made of 725 Cupro-Nickel Alloy for a superior

wire-wrap connection
■  Standard 12 x 32 pin field is filled based on customer specifications
■  Custom line screening on the pin field can be requested to help identify

connector patterns and positions
■  Unobstructed designation strips
■  Each pin row has its own large-diameter fanning hole
■  Supports applications in bandwidths up to 10 MHz

No. of Ship
Catalog No. Dimensions Pairs Weight

AW8X25 4.75"H x 8.00"W x 2.75"D 100 2 lbs
AW8X26 4.75"H x 8.00"W x 2.75"D 104 2 lbs
AW8X32 4.75"H x 8.00"W x 2.75"D 128 2 lbs

AW10X30 4.75"H x 8.00"W x 2.75"D 150 2 lbs

AW12X25 4.75"H x 8.00"W x 2.75"D 150 2 lbs
AW12X32 4.75"H x 8.00"W x 2.75"D 192 2 lbs

Label Shield
This Wire-Wrap Block accessory shields pins and provides a marker label for
8-inch blocks in a 12-high pin field. The cover attaches to the blocks with
the use of tie wraps. Ships in packages of ten.

Catalog No. Dimensions Ship Weight

LS-128 5.13"H x 7.25"W 1 lb

The 12 x 32 pin field configuration (above) provides
the footprint for all AW Wire-Wrap Blocks.

Label Shield (LS-128)
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Pin fields for AW10X30C-521, equipped with six 25-pair connectors
and wired vertically.

Rear view, pre-terminated block.

No. of Wiring Ship
Catalog No. Connectors Type Pair Count Pattern Weight

AW8X25C-510 4 25-pair receptacle 100 horizontal 3 lbs
AW8X25C-521 4 25-pair receptacle 100 vertical 3 lbs
AW8X25C-610 4 25-pair plug 100 horizontal 3 lbs
AW8X25C-621 4 25-pair plug 100 vertical 3 lbs

AW10X30C-510 6 25-pair receptacle 150 horizontal 3 lbs
AW10X30C-521 6 25-pair receptacle 150 vertical 3 lbs
AW10X30C-610 6 25-pair plug 150 horizontal 3 lbs
AW10X30C-621 6 25-pair plug 150 vertical 3 lbs

AW12X25C-510 6 25-pair receptacle 150 horizontal 3 lbs
AW12X25C-521 6 25-pair receptacle 150 vertical 3 lbs
AW12X25C-610 6 25-pair plug 150 horizontal 3 lbs
AW12X25C-621 6 25-pair plug 150 vertical 3 lbs

AW12X32C-510 8 25-pair receptacle 192 horizontal 3 lbs
AW12X32C-521 8 25-pair receptacle 192 vertical 3 lbs
AW12X32C-610 8 25-pair plug 192 horizontal 3 lbs
AW12X32C-621 8 25-pair plug 192 vertical 3 lbs

Pin fields for AW12X25C-510, equipped with six 25-pair connectors
and wired horizontally.

AW Pre-Terminated Wire-Wrap Blocks
Pre-Terminated Wire-Wrap Blocks arrive ready to install. Simply
make the connection with 25-pair connectors — Homaco will wire
and fully test the blocks for electrical integrity to assure outstanding
performance.

Features:
■  Terminal pins are made of 725 Cupro-Nickel Alloy for a superior

wire-wrap connection
■  Standard 12 x 32 pin field is filled based on customer specifications
■  Custom line screening on the pin field can be requested to help

identify connector patterns and positions
■  Unobstructed designation strips
■  Each pin row has its own large-diameter fanning hole
■  Connectors are self locking
■  Blocks are 4.75"H x 8.00"W x 2.75"D


